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Lighting



Mission Statement

To become the preferred supplier of electrical, lighting and 
safety solutions for mobile plant and equipment in the mining 

and services industry. 

We will continue to improve and expand our range of  
products that meet and exceed OEM standards,  

maintaining the latest technology and innovation available 
backed by technical support and supply.
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Series Beacons
103 & 106



Series Beacons
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Beacons

106000

Voltage : 12–24V
Current Draw : 3.2A @ 12V
Flash Patterns : 11
Lens :      Polycarbonate    
Base : Aluminium
Vibration : SAE J575
Approvals : SAE J845 Class 1 (Amber)

ECE R10, ECE R65 (Amber & Blue)
Vibration Resistance : SAE J575
Ingress Protection : IP67
Operating Temperature : -30°C to 50°C
Light Source : 18 x 3W LED

•	 Latest design lens optics provide stronger & 
brighter output.

•	 SAE class 1 rated output on select models.

•	 11 flash patterns.

•	 Vibration resistance rated to SAE J575.

•	 New rugged base design with increased surface 
area providing improved heat dissipation.

•	 Polycarbonate lens for high durability.

•	 Low current draw.

•	 3 Bolt versions can be synchronised.

•	 Multi-voltage.

•	 Environmentally sealed – IP67.

•	 Magnetic version features cigar plug with 
integrated on/off & pattern select switches.

•	 5-year warranty.
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On/off and 
pattern select

106010

Clear lens with coloured 
LED illumination

Off On
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161mm

IONNIC 106 LED – 3 Bolt
Amber Blue Green Red

Coloured 
Base 106000-A — — —

Coloured  
Lens 106000 — — —

Clear  
Lens — 106200C 106300C 106400C

Supplied with 3 x M6 bolts, nuts, shake-proof washers & base gasket. 
Mounting: 3 x Ø 7mm holes @ 151mm PCD.

Cable Length – 230mm.
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Beacons

•	 SAE class 1 rated output.

•	 5 flash patterns – 2 simulated  
rotating (120FPM).

•	 Polycarbonate lens for high durability.

•	 Epoxy-encapsulated base for enhanced 
moisture & vibration protection.

•	 Low current draw.

•	 Multi-voltage.

•	 Environmentally sealed – IP67.

•	 Dimming function, 3 Bolt version only.

•	 Complies to over-dimensional vehicle 
regulations in several Australian states.

•	 5-year warranty.

Voltage : 12–36V
Current Draw : 2.8A @ 12V
Flash Patterns : 5
Lens : Polycarbonate    
Base : Aluminium
Approvals : ECE R65, SAE J845 Class 1 (Amber)
Ingress Protection : IP67
Operating Temperature : -30°C to 50°C
Light Source : 12 x 3W LED

IONNIC 101 LED – 3 Bolt

89
m

m

162mm

Amber Green

101000 101300

Supplied with 3 x M6 bolts, nuts, shake-proof washers & base gasket.  
Mounting: 3 x Ø 7mm holes @ 151mm PCD.

Cable Length – 340mm.

IONNIC 101 LED – Magnetic
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204mm

Amber Green

101010 101310

4.6m lead to cigar plug with on/off switch.

Flash pattern preset to Quad flash.
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101000

Environmentally 
sealed lens

On/off 
switch

12 x 3W LEDs
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Beacons

When Size Matters
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Voltage : 9–30V
Current Draw : 1.7A @ 12V
Flash Patterns : 7
Lens :      Polycarbonate    
Base :      Aluminium    
Approvals : ECE R10, ECE R65
Ingress Protection : IP67
Operating Temperature : -30°C to 60°C
Light Source : 18 x 1.5W LED

•	 Magnetic version features cigar plug with 
integrated on/off & pattern select switches.

•	 Pole Mount version features pattern select 
button.

•	 Ultra-compact design.

•	 High output.

•	 ECE R65 approved.

•	 7 flash patterns including rotating.

•	 Polycarbonate lens for high durability.

•	 Breather filter technology to prevent ingress.

•	 3 Bolt versions can be synchronised.

•	 Low current draw.

•	 Multi-voltage.

•	 Environmentally sealed – IP67.

IONNIC 106 LED 
PCD – Ø 151mm

151mm
PCD

IONNIC 113 LED Micro 
PCD – Ø 104mm

104mm
PCD

Midi Vision 
PCD – Ø 130mm

130mm
PCD

Pattern select 
button

3.5m lead to cigar plug 
with on/off and pattern 

select switches

IONNIC 103 LED 
PCD – Ø 151mm

151mm
PCD

IONNIC Mini Xenon 
PCD – Ø 118mm

118mm
PCD

113001

113002
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Beacons

•	 Free-form optics generate greater & more 
focused light output

•	 Whisper quiet rotators, running on  
stainless steel/acetal bearings.

•	 Polycarbonate lens provides high durability 
against harsh conditions.

•	 Multiple mounting configurations.

•	 Twist lock polycarbonate lens provides easy 
field maintenance.

•	 Magnetic models feature 2600mm retractable 
coil with cigar plug.

•	 Dual voltage motor.
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Current Draw : 4.6A @ 12V 3A @ 24V
Max. Wattage : 55W @ 12V 70W @ 24V
Flash Rate : 160FPM
Lens : Polycarbonate
Base : ABS
Light Source : H1 Halogen Bulb

MAX 

KM/H 

Mag70 

200mm
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400 Series – Mag 70
Amber Red

Less Bulb 400000 400400

12V 400001 400401

24V 400002 400402

2.6m lead to cigar plug. Fits standard cigar/DIN socket.

400001

Twist lock lens provides 
easy field maintenance

Free-form optics 
generate greater & more 

focused light output
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Beacons

407 Series – Mag 50
80 

MAX 

KM/H 

Mag50 

166mm
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Amber Red

Less Bulb 407000 407400

12V 407001 407401

24V 407002 407402

2.6m lead to cigar plug. Fits standard cigar/DIN socket.

403 Series – 3 Bolt

153mm
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Amber Red

Less Bulb 403000 403400

12V 403001 403401

24V 403002 403402

Supplied with 3 x M6 bolts, nuts, shake-proof washers. 
Mounting: 3 x Ø 7mm holes @ 130mm PCD.

Cable Length – 300mm.

Midi Vision Spares
Part No. Description

999554 Rotator Module

910336 Reflector only

945034 Drive Belt

920004 Bulb Clip

64150 H1 Bulb – 12V, 55W

64155 H1 Bulb – 24V, 70W

Midi Vision Lens
Part No. Colour

910320 Amber

910324 Red


